
KATTSAFE® Ladder Protector
Installation Manual

Read this manual before installing, maintaining or allowing personnel to use the product. If it is necessary to 
deviate from the instructions in this manual, contact FIXFAST USA to ensure that is does not compromise the 
safety and integrity of the installation.

This manual contains important use and maintenance information. Leave this manual with the facility manager/
owner. 

Improper selection, installation, maintenance, or use of this product presents a risk of serious injury or death.
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IMPORTANT SAFETY INFORMATION
Improper selection, installation, maintenance or use of this equipment presents a risk of serious injury or death. To 
reduce these risks, follow the instructions in this document, as well as the following precautions:

Qualifications

1. A competent person or structural engineer must evaluate the integrity and suitability of the fixing and support 
structure to which this system will be attached and ensure that the structure will sustain the necessary design 
loads. Remove decorative coating sand coverings to ensure correct evaluation of structure. 

2. Installers must be competent persons trained (including OSHA 10 or 30 hour courses) in the selection, 
installation, use and maintenance of access and fall protection systems. This includes possessing valid 
industry licenses and having comprehensive knowledge of the relevant standards, codes, and guidelines 
(including relevant OSHA standards).

3. Ensure that the product is used and maintained by authorized, competent, trained personnel only. 

4. Any re-routing of electrical or other services must be carried out by qualified and authorized personnel.

Preparing for a Safe Installation

1. The Installer is responsible for following all applicable requirements for occupational safety and health during 
installation, including:

a. Conducting an initial work/risk assessment

b. Completing all necessary safety documentation, such as a job safety analysis or work method 
statement 

c. Taking appropriate precautions during the installation of this product, and

d. Obtaining consent from a responsible person at the workplace prior to work

2. Use appropriate temporary access and safety equipment during installation, such as platform ladders or 
scaffolding and fall protection anchorage points.

3. At least two installers must be present during installation, in case of emergency. 

Installation Requirements 

1. Ensure support structure to which unit is attached, will sustain necessary design loads. (Prior approval may be 
required from a qualified engineer unless it is clear to a competent person that the structure is adequate.)

Modification

1. Do not modify or remove any element of the support structure without prior authorization by the manufacturer 
or a qualified engineer. 

2. Do not tamper with, modify, alter or remove any part of this product unless authorized by FIXFAST USA.

Product Use

1.  Do not use when working alone, in case of an emergency that requires help. 

2. If the guardrail is subjected to abnormal loading, do not use until replaced or re-certified by a competent 
person. 

FIXFAST USA instructions and recommendations, drawings and diagrams, and all other documentation are copyright, errors and omissions 
excepted, and must be carefully read and implemented. Any assistance or guidance given is without prejudice, and FIXFAST USA cannot be 
held responsible for any inaccuracy or misinterpretation whatever. Failure to follow site installation requirements and warnings, may result 
in serious injury or death. FIXFAST USA accepts no direct or indirect responsibility and/or consequential liability whatever, for any products 
and systems incorrectly installed or certified. FIXFAST USA cannot warrant the integrity or suitability of the structure to which the products 
may be attached. Prior assessment must be made by a qualified structural engineer, unless the structure is authorized or approved by a 
competent person.
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Tools Required
Impact Drill
5/16” Drill Bit
5/16” Nut Setter
Level
1/2” wrench or crescent wrench
15mm wrench
Tape Measure
Sharpie
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Step 1

Step 2

Determine the width of the ladder you will be attaching to in order to mark the location of 
your posts. Mark the halfway point on the  aluminum base extrusion and then from the 
halfway point mark where your posts will be located based on the width of the opening you’re 
attaching to. 

Place the 18in C Channel flush with the width marks you’ve just made. Fasten the C Channel 
using the KOMBI T-Bolt. There should be (2) KOMBI T-Bolts per C Channel. Locate the notch 
(see circled) of the KOMBI T-Bolt and confirm that the notch is perpendicular to the center 
groove of the channel. This ensures that the T-Bolt is in a locked position.
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Step 3

Step 4

Insert your post flush with the C Channel. Ensure it is level and fasten with (1) 3/4” S/S tek 
screw on both sides of the post. Use the top groove on the outside of the channel for tek 
screw placement. 

Place your diagonal section of 18in C Channel and fasten using (1) tek screw at each corner 
and both sides. Repeat steps 2, 3, and 4 for the other side as well as the other base. Once all 
(4) posts are completed, ensure the end caps are inserted in each end of the aluminum base 
extrusion (see arrow).
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Step 5

Step 6

Once both post support bases have been setup, determine which one will be located at the 
end of the system (furthest in from the roof edge). Install the caution tape on this base. 

Locate the 10ft handrail sections and install the end caps using (1) 3/4” S/S tek screw on the 
underside of each end cap.
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Step 8

Position the second post support base near to the ladder. The top rail and mid rail need to 
extend past the post base (a maximum of 2ft) and align with the stiles or rails of the ladder. 
Once positioned correctly, fasten the top rail to the post as per the previous step.

Step 7

Place the top rail on top of the posts. Ensure that the top rail is flush with the post that is 
furthest in on the roof. Fasten the top rail using (1) 3/4” S/S tek screw on both sides of the 
post. Repeat this step for both posts on the end post support base.
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Step 10

Step 9

Insert the end cap in each end of the (2) 10ft mid rail sections. Using (2) 2in S/S tek screws, 
fasten the mid rail to the post (see photo above). One of the tek screws should be also 
securing the end cap in place. Repeat this step for both 10ft sections of mid rail fastening to 
the second post support base with the exception of the end cap.

Place the 10ft section of mid rail on the outside of the posts using the installation brackets. 
The installation brackets can be simply hung on the top rail and will hold the mid rail at the 
correct height. Once the mid rail is secured, these brackets can be removed.
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Step 12

Step 11

Take the checkered baseplate and place over the post support base that is closest to the 
ladder.. Ensure that it is centered and fasten with (2) 3/4” S/S tek screws. (1) on each side and 
placed diagonal from each other.

Locate the 21in sections of aluminum rectangular tube. Install these to the top rail and mid rail 
at the overhang. Fasten these as per the previous steps. Insert the LD439 Plastic End Cap into 
the bottom of the rectangular post section. 
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Step 14

Step 13

Locate the connection plates. These are to be mounted on the inside of the cantilevered post 
sections. There should be one towards the bottom and one towards the top of each post. 
Position these in relation to the ladder you are mounting too. Drill a 5/16in hole through the 
rectangular post and mount the connection plate with the carriage bolts provided. Repeat this 
for each connection plate.

Install the (4) 45 Degree Braces at each post. Mount with (2) 3/4in S/S tek screws.
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Mounting to an RL31 or RL41 KATTCLIMB Ladder

Mounting to an RL32, RL35, RL42 or RL45 KATTCLIMB Fixed Ladder

Step 
14a

Step 
14b
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Mounting to an existing ladder with angle or flat stiles

Step 
14d

Mounting to a existing ladder with square, rectangular or round stiles

Step 
14c
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